Insteon HD Outdoor Wi-Fi Camera

See what’s happening inside and outside your home with Insteon Outdoor Wi-Fi Cameras.
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HD Video

Crystal clear video is only one
of the benefits to HD. Colors
are more vibrant, detail is
more crisp - you even get 16:9
widescreen video.
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Outdoor Rated

Know that your home will be
monitored year round with an
IP66 all-weather enclosure
designed to protect against
ingress of dust, rain and snow.
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Night Vision

Now your cat isn’t the only
one who can see in the dark.
Insteon WiFi Cameras feature
a ring of darkness-illuminating
infrared LEDs.

2864-232
www.insteon.com/wifi-cameras

Camera Family

Whatever your home or
business surveillance need,
there’s an Insteon WiFi camera
to fit the bill, indoors or out.



Features

¢ High-definition camera sensor captures video at 1280 x 720 e Connect wirelessly with 802.11 b/g/n Wi-Fi
* Wide 70° field of view * 10/100 ethernet available for hard-wired connections

e Sturdy all-weather mount can be positioned for just about
any orientation

General
Available Colors Product Numbers UPC Numbers
e \White e 2864-232 e 813922014198

Specifications

Electrical In the Box
e 10 Watt max power consumption (Full IR lllumination) e |nsteon Outdoor Wi-Fi Camera
e 120VAC, 50/60Hz, single phase power adapter e \Wall Mount Bracket
e 5VDC operating voltage e Wi-Fi Antenna

e 5VDC Power Supply
Certification & Safety e Ethernet Cable

e FCC ID: ZDEFI9803PV2 ¢ Quick Start Guide

Size and Weight Warranty

e 3.9°Hx3.9"Wx7.6" D e 2-year limited warranty
e 100mm Hx 100mm W x 193mm D

® 49.6 0z (1406Q) Patents

e Protected under US and Foreign Patents

Temperature & Humidity (see www.insteon.com/patents)

e -4°-131°F (-20° - 55° C) operating temperature
e -4°-140° F (-20° - 60° C) storage temperature
® 0-90% relative humidity, non-condensing

Connectivity

e 10/100 Ethernet connection

e F-connector for Wi-Fi antenna

e 3.5mm Audio In (external microphone)
e 3.5mm Audio Out (external speaker)

e |EC 60130-10 Type A power connector



